
Aurora LED Systems auroraledsystems.com 8345 Eastgate Rd, Henderson NV 89015-0104

Product Information

3.91 mm & 2.97 mm Indoor Series

GWP-039IB / GWP-029IB

Can be suspended from hanging bars or with bracket adapter can be wall mounted
Specifications Optional Moire Shield Available

Display Chassis / Exterior
3.9 mm 2.9 mm

Pixel Pitch (mm) 3.91 2.97 mm Width 500 mm 19.69 in
LED Type SMD Height 500 mm 19.69 in
LED Configuration 3-in-1 Depth* 77 mm 3.03 in
Brightness (Nits) 900 900 Weight* 7.8 kg 17.2 lbs
Pixel Count 128 x 128 168 x 168 Material
Pixel Density / Sq M 65,536 112,896 Load Cap. 400 lbs Est
Frame Rate 60 Hz
Refresh Rate >2,000 Hz Power
Lifespan to ½ Brightness 50,000 hr Input voltage 220 / 110 ±10%
Gray Scale 16 bit 82 W/panel 325 W/sq m
Horizontal Viewing Angle 160 deg 163 W/panel 650 W/sq m
Vertical Viewing Angle 140 deg Input Current 1.82A (at 110V)
Color Temp Range 6500 K

Diecast Aluminum Alloy Rental/Production Panel

DieCast Aluminum Alloy
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